LED LIGHT STRIP

1500+20

PANDUIT P/N WEIGHT
ACDO1 1.0kg
SPECIFICATION:
1. STANDARD
OPERATING TEMPERATURE RANGE: 0°C TO 65°C [32°F TO 149°F]
OPERATIONAL VOLTAGE: 510.1 VOLTS

MAGNET

SCREW

[59.05"]

NN

PRODUCT LABEL

CABLE FOR LED
LIGHT STRIP

CURRENT DRAW:
INTERFACE PLUG:
INTERFACE PLUG HOUSING MATERIAL:
INTERFACE PLUG HOUSING COLOR:
2. ADDITIONAL:
NONE
3. ACCESSORY COMPONENTS:
DOOR SWITCH SENSOR, QTY:(1)
CABLE TIES, QTY:(5)
DOUBLE SIDED TAPE, QTY:(2)
ADHESIVE BACKED MOUNT, QTY:(5)
TAP SCREW, QTY:(4)
INSTALLATION GUIDE, QTY:(1)

NOTES:

300 mA MAX
USB A

PVC

BLACK

1. PRIMARY DIMENSIONS ARE IN MILLIMETERS. SECONDARY DIMENSION

ARE IN INCHES

2. INSTALLATION SHALL COMPLY WITH ALL APPLICABLE NATIONAL, STATE,

AND LOCAL CODES
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TITLE:
SMARTZONE G5
USB LIGHT STRIP
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UNLESS OTHERWISE SPECIFIED MATERIAL/COLOR:
DIMENSIONAL TOLERANCE ARE: mm [IN]
Wire Harness N /A
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